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Band Heaters

Duraband Barrel Band Heaters

View Product Inventory @ www.tempco.com

Stock and Standard (Non-Stock) Mica Insulated Band Heaters for Plastic Injection Molding Machines

         ID                 Width                              Watt Density                               Part Number
     in        mm        in       mm      Wattage      W/in2      W/cm2      Style           120V                 240V
     21⁄2      63.5     11⁄2      38.1         300            29           4.5          NE       MBH00098              —
      3       76.2       1       25.4         300            36           5.6          SE       MBH00099      MBH00108
      3       76.2     11⁄2      38.1         500            40           6.2          NE       MBH00100      MBH00109
      3       76.2       2       50.8         500            30           4.6          NE       MBH00101      MBH00110
     31⁄8      79.4       2       50.8         450            26           4.0          NE               —              MBH00111
     31⁄4      82.6       2       50.8         400            22           3.4          NE               —             MBH00112
     31⁄2      88.9     11⁄2      38.1         550            37           5.7          NE               —             MBH00113
     31⁄2      88.9       2       50.8         600            30           4.7          NE               —             MBH00114
     31⁄2      88.9       3       76.2         300            10           1.6          NE               —             MBH00115
     31⁄2      88.9       3       76.2         625            21           3.2          NE               —             MBH00116
     33⁄4      95.3     11⁄2      38.1         600            37           5.8          NE       MBH00102      MBH00117
     33⁄4      95.3     21⁄2      63.5         850            32           4.9          NE       MBH00103      MBH00118
      4       101.6       1       25.4         550            48           7.4          SE               —              MBH00119
      4       101.6     11⁄2      38.1         550            32           4.9          NE               —             MBH00120
     41⁄8      104.8       1       25.4         400            33           5.2          SE       MBH00104              —
     41⁄2      114.3       1       25.4         550            42           6.5          SE               —             MBH00121
     41⁄2      114.3       2       50.8         800            30           4.7          NE               —             MBH00122
     43⁄4      120.7      3⁄4       19.1         150            14           2.2          SE               —              MBH00123
     47⁄8      123.8     11⁄2      38.1         900            42           6.5          NE               —              MBH00124
      5      127.0     11⁄2      38.1         700            32           4.9          NE               —             MBH00125
      5       127.0     13⁄4      44.5         600            23           3.6          NE               —             MBH00126
      5       127.0       2       50.8        950           32           5.0          NE               —              MBH00127
      5       127.0     21⁄2      63.5        1000           27           4.2          NE               —              MBH00128
     51⁄2      139.7       1       25.4        550           34           5.2          SE               —             MBH00129
     51⁄2      139.7     11⁄2      38.1        500           20           3.2          NE               —              MBH00130
     51⁄2      139.7     11⁄2      38.1        900           37           5.7          NE               —              MBH00131
     51⁄2      139.7       2       50.8        500           15           2.4          NE               —              MBH00132
     51⁄2            139.7     23⁄4      69.9        620           14           2.1          NE               —             MBH00133
     51⁄2      139.7       3       76.2        1750           36           5.6          NE               —             MBH00134
      6      152.4       1       25.4        300           17           2.6          SE       MBH00105              —
      6       152.4     11⁄2      38.1        500           19           2.9          NE               —             MBH00135
      6       152.4     11⁄2      38.1        850           32           4.9          NE               —             MBH00136
     61⁄8      155.6       1       25.4        600           33           5.1          SE       MBH00106              —
     61⁄4      158.8       2       50.8        500           13           2.1          NE               —             MBH00137
     61⁄2      165.1     11⁄2      38.1        750           26           4.0          NE               —              MBH00138
      7       177.8       1       25.4        550           26           4.1          SE               —             MBH00139
     71⁄2      190.5       2       50.8        1500           36           5.6          NE               —              MBH00140
     81⁄8      206.4       2       50.8        1200           38           5.9          NE       MBH00107              —
  10      254.0       2       50.8        2000           41           6.4          NE               —             MBH00141

Design Features:
✴ All heaters have 24" high temperature leads
with 22" stainless steel overbraid — type W1

✴ Heaters less than 1-1/2" wide have separate
straps — type se

✴ Designed as one-piece expandable type, enables
you to open up the heater to the diameter of the
barrel for easy installation.
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