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Tubular Industrial Process

View Product Inventory @ www.tempco.com

OEM Replacement Flanged Heaters

7" Diameter Steel Flange • 3 Incoloy® 800 Elements

7-1/2" Diameter Steel Flanged • 6 Elements

  Element                  Watt Density            “B”                                 Part Number                             Approximate 
     Sheath                                                                                                                                                 Net Weight 
     Material      KW      W/in2     W/cm2       in       mm      208V-3Ph      240V-3Ph Y     480V-3Ph Y        lbs     kgs 
                         7.5       50          7.8        12       305     TPN01468       TPN01165       TPN01469         12      5.5 
     Incoloy®       9          42          8.1        157⁄8     403     TPN01470      TPN01350       TPN01211         14      6.4 
        800         10          50          7.8        157⁄8     403     TPN01471       TPN01472       TPN01473         14      6.4 
                       12          53          8.2        157⁄8     403     TPN01474       TPN01475       TPN01476         14      6.4 
                         9          42          8.1        157⁄8     403     TPN01477       TPN01478       TPN01479         14      6.4 
     Copper      10          50          7.8        157⁄8     403     TPN01480       TPN01481       TPN01260         14      6.4 

                  12          53          8.2        157⁄8     403     TPN01482       TPN01483       TPN01299         14      6.4

  Element                 Watt Density            “B”                                             Part Number                                       Approximate 
     Sheath                                                                                                                                                                     Net Weight 
    Material     KW     W/in2     W/cm2       in       mm      240V-1Ph       240V-3Ph       480V-1Ph       480V-3Ph          lbs     kgs 
                         3         24          3.7       175⁄8     448     TPN01460      TPN01461      TPN01462      TPN01463          6       2.7 
    Incoloy®      4.5        50          7.8       123⁄8     314     TPN01347      TPN01339      TPN01464      TPN01465          5       2.3 
       800           9         70         10.8       177⁄8     454     TPN01348      TPN01198      TPN01349      TPN01223          6       2.7 

                  12        70         10.8       227⁄8     581            —            TPN01304      TPN01466      TPN01467          6       2.7

Standard lead time on non-stock items is 3 to 4 weeks.

Standard lead time on non-stock items is 3 to 4 weeks.

Supplied with gasket (GSK-102-103)

Supplied with gasket (GSK-102-102)

Standard (Non-Stock) and Stock Flanged Heaters 
Stock Items Are Shown In RED

Standard (Non-Stock) and Stock Flanged Heaters 
Stock Items Are Shown In RED


