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Standard Double Conductor (Duplex) Heater Cable

Note: Maximum lengths shown are manufactured 
lengths. Cable is shipped in random lengths 
unless specific lengths are ordered.

      Sheath                Resistance              Maximum           Sheath              Maximum                 Part 
           OD                      (+/-10%)                   Length            Material        Current Allowed        Number 
       in        mm     ohms/ft.     ohms/mtr.     feet     meters                                     (Amps)                        
    .040     1.00        37.0            122.0         500       152      Inconel® 600                1.5                CAW00040 
    .055     1.39        16.4             54.1          500       152      Inconel® 600                2.3                CAW00055 
    .062     1.59        13.7             45.2          400       121      Inconel® 600                2.9                CAW00062 
    .062     1.59        13.2             43.6          400       121           304 SS                    3.0                CAW01062 
    .062     1.59         8.1              26.7          400       121           304 SS                    4.0                CAW02062 
    .062     1.59         7.9              26.1          400       121           304 SS                    4.1                CAW03062 
    .062     1.59         4.6              15.1          400       121           304 SS                    5.8                CAW05062 
    .064     1.62         6.5              21.4          400       121           304 SS                    4.7                CAW04064 
    .125     3.18         7.0              23.1          250        75            304 SS                    4.7                 CAC53125 
    .125     3.18         3.4              11.2          250        75       Inconel® 600                7.3                CAW00125 
    .147     3.73         4.8              15.8          200        60            304 SS                    5.9                 CAC53147 
    .147     3.73         2.5               8.2           200        60       Inconel® 600                9.0                CAW00147 
    .153     3.88         4.5              14.8          150        45            304 SS                    6.0                 CAC53153 
    .153     3.88         2.3               7.6           150        45       Inconel® 600                9.2                CAW00153 
    .153     3.88         1.9               6.3           150        45            304 SS                    9.7                 CAW01153 
    .153     3.88         1.6               5.3           150        45            304 SS                   11.5                CAW02153 
    .153     3.88         1.4               4.6           150        45            304 SS                   13.0               CAW03153 
    .163     4.14         4.0              13.2          130        39            304 SS                    6.5                 CAC53163 
    .163     4.14         1.8               5.9           130        39       Inconel® 600                9.6                CAW00163 
    .163     4.14         1.7               5.6           130        39            304 SS                   10.5                CAW01163 
    .163     4.14         1.5               4.9           130        39            304 SS                   12.5               CAW02163 
    .163     4.14         1.2               3.9           130        39            304 SS                   14.0               CAW03163 
    .188     4.77         3.0               9.9           100        30            304 SS                    7.0                 CAC53188 
    .188     4.77         1.5               5.0           100        30       Inconel® 600               12.0               CAW00188 
    .188     4.77         1.3               4.3           100        30            304 SS                   13.3                CAW01188 
    .188     4.77        1.06              3.5           100        30            304 SS                   15.5               CAW02188 
    .188     4.77        0.86              2.8           100        30            304 SS                   17.0               CAW03188 
    .210     5.33        1.18              3.9            80         24       Inconel® 600               15.4               CAW00210 
    .210     5.33        1.17              3.8            80         24            304 SS                   15.5               CAW01210 
    .210     5.33        0.84              2.7            80         24            304 SS                   18.3               CAW02210 
    .210     5.33        0.75              2.5            80         24            304 SS                   20.0               CAW03210 
    .220     5.59        2.17              7.1            75         22            304 SS                    9.5                 CAC53220 
    .220     5.59        0.98              3.2            75         22            304 SS                   16.5               CAW01220 
    .220     5.59        0.76              2.5            75         22            304 SS                   19.5               CAW02220 
    .250     6.35         1.8               5.9            58         17            304 SS                   11.3                CAC53250 
    .250     6.35         0.9               2.9            58         17       Inconel® 600               18.3               CAW00250 
    .250     6.35        0.87              2.9            58         17            304 SS                   20.0               CAW01250 
    .250     6.35        0.59              1.9            58         17            304 SS                   23.0               CAW02250 

 .250     6.35        0.48              1.6            58         17            304 SS                   25.0               CAW03250
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